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APPLAUSE PLUS AUTOMATIC HAND DRYER – WHITE
Hand Dryers

Scan for 
information

Product Overview
Surface mounted hand dryer shall operate automatically from IR sensor that shall activate dryer when hands are 
placed in sensor zone. Motor and heating element shall have internal resetting automatic thermal protection. Cover 
shall be fabricated of onepiece, die cast aluminium 2.6mm thick. Fixed directional air vanes shall be heavy duty, 
rust proof and tamper resistant. Air intake slots shall not allow access to internal parts. Back plate shall be furnished 
with vibration isolating mounting bushings. Circuitry shall have self-adjusting time-out and fail-safe off protection 
controlled by a microprocessor that shall detect and reject false signals and shall automatically self-calibrate to 
provide uniform sensitivity over its entire life span. Entire unit shall be internally electrically grounded.

Key Features & Specifications
•	 Electrical Supply: AC, 220-240V 50/60Hz, 1800 Watt, 7.5A
•	 Motor: 200 Watt, Brush Type, Dual Ball Bearings
•	 RPM: 5,500
•	 Element: 1600 Watt
•	 Air Speed: 86.4 km/hr
•	 Noise Level: 66 dB-A @2M
•	 Dry Time: Under 30 seconds
•	 Weight: 4.54kg (Shipping 4.76kg)
•	 Certificate of Suitability No: SAA131993
•	 Electrical Safety Requirement: AS/NZS 60335.2.23:2004
•	 Protection category: IPX3

NOTE:
ALL DIM’S INCH [MM]
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ASI JD MacDonald reserves the right to, and does from time to 
time, make changes and improvements in design and dimensions. 
The photographs and line drawings of the products in this flyer are 
representational only. All dimensions are in millimetres unless 
otherwise stated.                                          
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Operation & Maintenance

Dryer is activated by user placing hands under sensor. LED in sensor array shines blue light during operation to 
guide user to optimal hand placement for shorter drying time. Dryer automatically shuts off after time-out when 
user removes hands from sensor zone.

Technical Information / Product Properties

Property Value

Dimensions 289 x 285 x 99 mm

Construction Die cast aluminium 2.6mm thick. Powder coated White.

Mounting Surface Mounted
Electrical AC, 220-240V 50/60Hz, 1800 Watt, 7.5A

Installation

Electrical connection by cord & plug (as supplied). Can be direct wired by an electrician. 

Unit is surface mounted on wall with four (4) 1/4” [6mm] screws, washers and bushings (supplied) through rubber 
grommets (supplied) in a corrosion protected formed heavy steel back plate. For masonry walls use expansion bolts 
or anchors for 1/4” [6mm] screws. Electrical service is supplied and connected (by others) prior to installing cover. 
Cover is secured to back plate with two (2) hex socket security screws (supplied). For two or more dryers, dryers 
should be no closer than 24” [610mm] on centre.

Warranty

2 years parts & labour

Manufacturer reserves the right to make changes to the design, dimensions or functionality of the product without formal notice.


