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TURBO-CHIC HIGH-SPEED HAND DRYER
Hand Dryers

Scan for 
information

Product Overview
Only 100mm deep, this high-speed hand dryer is both compact and stylish and can fit in most confined spaces with 
no need for a recess kit.  Quick drying with an infrared sensor, carbon filter for prolonged motor life, auto-resetting 
thermostat, adjustable air speed and temperature.  Dryer automatically shuts off after time-out.

Key Features & Specifications
•	 Electrical Supply: AC, 220–240V 50/60Hz, 1000 Watt, 3-4A
•	 Motor: 500 Watt, Brush Type, Dual Ball Bearings
•	 RPM: 22,000 - 29,000 (adjustable)
•	 Element: 275-500 Watt (adjustable)
•	 Air Speed: 295 – 421 km/hr (adjustable)
•	 Noise Level: 62.4 – 67.4 dB-A @2M
•	 Drying Time: Approx. 15 seconds
•	 Weight: 3.3kg (Shipping 3.7kg)
•	 Electrical Safety Requirements: AS/NZS 60335.2.23:2004
•	 Protection Category: IP24

NOTE:
ALL DIM’S INCH [MM]

     TURBO-CHIC 
             High-Speed Hand Dryer 

Model No. 10-0194-2-xx  
__________________________________________________________________________ 

ASI JD MacDonald reserves the right to, and does from time to 
time, make changes and improvements in design and dimensions. 
The photographs and line drawings of the products in this flyer are 
representational only. All dimensions are in millimetres unless 
otherwise stated.                                           
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FEATURES 
High speed and compact at only 100mm deep.  Designed for 
confined spaces.  Includes a carbon filter.  Operates automatically 
using infrared sensor. Auto-resetting thermostat, owner adjustable 
air speed and air temperature and on/off heating options.  Dryer 
automatically shuts off after time-out when user removes hands 
from sensor zone.   
 

INSTALLATION OPTIONS 
Electrical connection by cord & plug (as supplied). Can be direct 
wired by an electrician. 
 

SPECIFICATION 
● Electrical Supply: AC, 220–240V 50/60Hz, 1000 Watt, 3-4A 
● Motor: 500 Watt, Brush Type, Dual Ball Bearings  
● RPM: 22,000 - 29,000 (adjustable) 
● Element: 275-500 Watt (adjustable) 
● Air Speed: 295 – 421 km/hr (adjustable) 
● Noise Level: 62.4 – 67.4 dB-A @2M 
● Drying Time: Approx. 15 seconds 
● Weight: 3.3kg (Shipping 3.7kg) 
● Electrical Safety Requirements: AS/NZS 60335.2.23:2004 
● Protection Category: IP24 
 

FINISH 
 

MODEL FINISH/COVER 
10-0194-2-41 Matte Black powder coat on 18 gauge (1.2mm) 

stainless steel 
10-0194-2-93 Satin Stainless Steel, 18 gauge (1.2mm) 

 

RECOMMENDED INSTALLATION HEIGHTS from bottom edge of 
dryer above finished floor (AFF): 
 

Men’s washroom      1270mm 
Women’s washroom     1194mm 
Children’s washroom ages 4-7      889mm 
Children’s washroom ages 8-10      991mm 
Children’s washroom ages 11-13    1092mm 
Children’s washroom ages 14-16    1194mm 
Accessible Compliant washroom       1016mm   
 

OPERATION 
Dryer is activated by user placing hands under sensor. LED in 
sensor array shines blue light during operation to guide user to 
optimal hand placement for shorter drying time. Dryer automatically 
shuts off after time-out when user removes hands from sensor 
zone. 
 

WARRANTY 
5 years (first year parts & labour, remaining 4 years parts only).  
Please refer to our website to view our full warranty statement: 
www.asijdmacdonald.com.au 
 

Turbo-Chic High-Speed Hand Dryer shall be Model No. 10-0194-
2-xx as manufactured by ASI JD MacDonald. 
 

  All ASI JD MacDonald disabled compliant products, when 
installed, must be in accordance with AS1428 to ensure the 
specified product is complying with all washroom specification 
requirements. 
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Operation & Maintenance

Dryer is activated by user placing hands under sensor. LED in sensor array shines blue light during operation to 
guide user to optimal hand placement for shorter drying time. Dryer automatically shuts off after time-out when 
user removes hands from sensor zone.

Technical Information / Product Properties

Property Value

Dimensions 152 x 268 x 100 mm

Construction
10-0194-2-41 Matte Black powder coat on 18 gauge (1.2mm) stainless steel
10-0194-2-93 Satin Stainless Steel, 18 gauge (1.2mm)

Mounting Surface Mounted
Electrical AC, 220–240V 50/60Hz, 1000 Watt, 3-4A

Installation

Electrical connection by cord & plug (as supplied). Can be direct wired by an electrician.

RECOMMENDED INSTALLATION HEIGHTS from bottom edge of dryer above finished floor (AFF):
•	 Men’s washroom 1270mm
•	 Women’s washroom 1194mm
•	 Children’s washroom ages 4-7 889mm
•	 Children’s washroom ages 8-10 991mm
•	 Children’s washroom ages 11-13 1092mm
•	 Children’s washroom ages 14-16 1194mm
•	 Accessible Compliant washroom 1016mm

Warranty

5 years (3 years parts & labour, remaining 2 years parts only).

Manufacturer reserves the right to make changes to the design, dimensions or functionality of the product without formal notice.


