HORIZONTAL

THE BABY CHANGING

ELEVATION




HORIZONTAL BABY CHANGING STATIONS

10-9022

BABY CHANGING STATION,
HORIZONTAL - PLASTIC/STAINLESS
STEEL (SATIN FINISH), SURFACE
MOUNTED

<113kg

SURFACE

MOUNTED

Overall Dimensions:

10-9024-41

BABY CHANGING STATION,
HORIZONTAL - PLASTIC/STAINLESS
STEEL (MATTE BLACK/SATIN
FINISH), SURFACE MOUNTED

SURFACE

MOUNTED

<|13kg

Overall Dimensions:

10-9026-41

BABY CHANGING STATION,
HORIZONTAL - PLASTIC/STAINLESS
STEEL (MATTE BLACK/MATTE
BLACK FINISH), SURFACE MOUNTED

<I13kg SURFACE

MOUNTED
Overall Dimensions:

Closed: Closed: Closed:
893 x 616 x 98 mm 893 x 616 x 98 mm 893 x 616 x 98 mm
Open: Open: Open:
893 x 616 x 560 mm 893 x 616 x 560 mm 893 x 616 x 560 mm
DETAILS
UPTO [=]
CAPACITY

LARGE WEIGHT
CAPACITY

Baby changing stations have been
tested using ASTM F2285-04 and
EN 12221-1 protocol for a static load
and in addition have been tested to
hold a weight up to 23kg.

FUNGUS- AND BACTERIA-
RESISTANT

The plastic used for our baby
changing stations has been shown
to inhibit the growth of bacteria
and fungus.

EASY OPEN AND CLOSE

Units are designed for easy
one-handed operation and shaped
to safely cradle a child’s bodly.

NCC CHA

NGES - ARE YOU READY?

The ABCB released the National Construction Code (NCC) 2025 on 1 May 2026. There are key changes in NCC 2025 to sanitary
facilities in Part F4. ASI JD MacDonald are well positioned to provide products that meet the requirements of NCC 2025.

Speak to one of our helpful Account Managers for more information:

ASI| JD MacDonald Pty Ltd
Free Call: 1800 023 441

Email: enquiry@asijdmacdonald.com.au

www.asijdmacdonald.com.au

SEE ASI JD MACDONALD'S OTHER ﬂ

FULLY-INTEGRATED BUILDING PRODUCTS: @ ACCESSORIES PARTITIONS
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